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Proofex® Engage
Pre-applied waterproof membrane
1.00	Pre-applied Sheet Waterproofing
	Where so designated on the drawings, the waterproof tanking membrane shall be, a blended 	polyethylene / polypropylene membrane incorporating a cell mesh, enabling the membrane to
	mechanically bond with the poured concrete. The membrane shall be supplied with one self-adhesive 	selvedge to provide sealed laps and comply with British Standard 8102:2022 – Code of practice for 	“Protection of Structures Against Water from the Ground” to provide basement waterproofing protection 	to grades 1, 2 and 3. The product shall comply with the requirements of BS EN 13967:2004, type A and 	Type T, “Flexible sheets for waterproofing- Plastic and rubber damp proof sheets including plastic and 	rubber basement tanking”. The product shall have a current British Board of Agreement Certificate and 	be considered fit for purpose when assessed under the terms of the BRANZ Appraisal scheme.

1.10	Surface Preparation
	The membrane must be applied to a smooth prepared substrate. Concrete blinding is preferred but
	a well compacted granular fill is acceptable for a level subbase.
	The substrate shall be free from loose aggregate or other sharp protrusions.

1.20	Waterproofing Membrane
	The waterproofing membrane is to be a 0.8mm thick PE/PP sheet incorporating a cell mesh (total 	product thickness >4mm) enabling the membrane to mechanically bond with the poured concrete.
	It shall exhibit the following properties:
	Tensile Strength sheet only (EN 12311-2):
	Transverse: >10 N/mm2
Longitudinal: >18 N/mm2

	Tensile Strength sheet plus mesh (EN 12311-2):
	Transverse: >7 N/mm2
Longitudinal: >9 N/mm2

	Elongation at Break sheet only (EN12311-2): 
	Transverse: >600%
Longitudinal: >800%

	Elongation at Break sheet plus mesh (EN12311-2): 
	Transverse: >120%
Longitudinal: >140%

	Crack Bridging (ASTM C1305 modified):
	Up to 5mm (100 cycles)

	Resistance to Impact (EN 12691 Method A):
	1500mm

	Puncture resistance (ASTM E154-08):
	672 N

	Watertightness (EN 1928 Method A):
	Pass @ 6m head

	Watertightness to liquid (ASTM D5385):
	Pass @ 69m

	Durability of watertightness against ageing                                      (EN 1296 / EN1928):
	Pass


. 
1.21	The waterproofing membrane shall be applied in accordance with the manufacturer’s product data 	sheet.
1.30	Fosroc Proofex Engage meets the performance criteria and is approved.Mar-07
Mar-07

Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton VIC 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc, Proofex and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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