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Nitofill® LV 
Low viscosity epoxy crack injection system
1.00	Crack Injection System
	The crack injection system will comprise a low viscosity injection epoxy, an epoxy adhesive paste and 	injection flanges / ports through which the epoxy is injected into prepared non-movement cracks in 	concrete.
1.10	Concrete Surface Preparation 

1.11	All contact surfaces must be free from oil, grease, free standing water or any loosely adherent material.   	A light grind of the surface adjacent to the crack will help remove any contamination and assist adhesion 	of the surface seal. All dust must be removed. Ideally, the crack should be ground out to a depth of 5mm 	to accept the surface seal epoxy paste and assist in penetration of the crack injection epoxy 

1.20	Low Viscosity Injection Epoxy
1.21	The epoxy injection material shall be a low-viscosity epoxy resin, with high bond strength to damp or dry 	concrete, high compressive, tensile and flexural strengths, and offering chemical and weathering 	resistance.
	The injection epoxy will be suitable for pressure injection of cracks down to 0.2 mm at the surface, 	tapering down to 0.1 mm internally.
	The injection epoxy shall exhibit the following characteristics:
	
	Compressive strength: 
	>55 MPa @ 1 day
>80 MPa @ 7 days

	Tensile strength:
	>25 MPa

	Flexural strength:
	>50 MPa

	Viscosity:
	250 – 450 cps @100C
150 – 200 cps @200C
50 – 100 cps @ 300C

	VOC content:
	<35g / litre


. 
1.23	The crack injection system shall be applied in accordance with the manufacturer’s product data sheet.
[bookmark: _GoBack]1.30	Fosroc Nitofill LV meets the performance criteria and is approved.Mar-07
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Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton VIC 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc, Nitofill and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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