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WATERPROOF WALLS 
TO MINIMUM HEIGHT 1800 
FROM FINISHED FLOOR LEVEL 

SHOWER 
PANEL 

WATERPROOF ENTIRE FLOOR 

(a) PLAN VIEW

WATERPROOF WALLS 
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JUNCTION TO MAKE 

JUNCTION WATERPROOF 

150 

WATERPROOF 
JUNCTION 

NOTE: ALL DIMENSIONS IN mm 

EXTENT OF TREATMENT OF WET AREAS- EXCEEDS AS3740 

(CEMENT & COMPRESSED FC SHEET FLOOR) 

WATERPROOF 

WATERPROOF 

WATERPROOF BATH LIP/TILE JOINT 

(b) ISOMETRIC VIEW
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SHOWER PANEL SEALED AT ALL 
JUNCTIONS 

SEAL TAP, SHOWER ROSE AND BATH 
SPOUT PENETRATIONS 

WATERPROOF JUNCTION WIDTH OF 40mm 
EITHER SIDE OF THE JUNCTION 

WATERPROOF JUNCTION TO 1300mm 
FROM THE SHOWER CONNECTION AT 
THE WALL AND 150mm ABOVE 
FINISHED FLOOR LEVEL 

_ FLOOR WASTE 

·. _ _  WATERPROOF ENTIRE FLOOR AREA 
INCLUDING UNDER BATH AREA PRIOR 
TO INSTALLATION 
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